Changeable Art Panel Light bd| X Jipa0

LED edge-lit technology, ultra-thin design, thickness = 12 mm.
e Uniform light, low glare.

Changeable pattern film is changed by user's preference such as corporate image slogan, family photo, and so on.
Creativity, aesthetics, interesting to decorate wherever you want.

Recommend to use 0.25-0.5 mm thickness pattern film with high transparency.

Changeable pattern film

Specification ( w/o Pattern Film)

CRI : 80 ; Color Temperature : 5700K ( 56310K-6020K ) / 4000K ( 3710K-4260K ) / 3000K ( 2870K-3220K))

Dimension 301 x 302 x 12 mm 595 x 596 x 12 mm
Power Gomsumption 191 w 37.3 w 56 w
Color Temperature 5700K 5700K 5700K
Luminous Flux 1460 Im 2900 Im 4400 Im
lilumination (1m) 535 lux 1200 lux 1860 lux
lllumination (2m) 150 lux 340 lux 510 lux
Film Size/Thickness 276x276 (+2) /0.25~0.5 mm 571x571 (x2) / 0.25~0.5 mm
Power Factor PF > 0.9 NO PFC

® xx indicates power comsumption of luminaire ; Y indicates Color Temperature of luminaire, B:3000K; D:4000K; F:5000K; J:5300K; G:5700K
® The above specification is the standard value, the company reserves the right to information revise.
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