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LED Indoor Wall Light
_Features

® Simple design suitable for different styles
» High colour rendering index ra80+

» High quality die-casting aluminum material is applied

:'Specification

] Model Name LED-26002 LED-26001
Voltage Range 100-240V 100-240V
Driver Internal Internal
Power Consumption W W
Color Temperature 3000K 3000K
Luminous Flux 250LM 350LM
Color Rendering Index =80 =80
Lifetime(hrs) 15000 15000
Body Material Die-casting Aluminum, PMMA Die-casting Aluminum, PMMA
L Dimensions H100mm*L100mm*D80mm H100mm*L200mm*D80mm i
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LED Indoor Wall Light

® Simple design suitable for different styles

» High colour rendering index ra80+

» High quality die-casting aluminum material is applied

LED-26002-BK LED-26001-BK
\
Model Name LED-26002-BK LED-26001-BK
Voltage Range 100-240V 100-240V
Driver Internal Internal
Power Consumption W ™
Color Temperature 3000K 3000K
Luminous Flux 250LM 350LM
Color Rendering Index =80 =80
Lifetime(hrs) 15000 15000
Body Material Die-casting Aluminum, PMMA Die-casting Aluminum, PMMA
L Dimensions H100mm*L100mm*D80mm H100mm*L200mm*D80mm i
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LED Indoor Wall Light
_Features

® Simple design suitable for different styles
» High colour rendering index ra80+

» High quality die-casting aluminum material is applied

pcifi catio nT]fII' ] ; |

Model Name LED-26005 LED-26008
\ Voltage Range 100-240V 100-240V
: Driver Internal Internal
Power Consumption W ™
Color Temperature 3000K 3000K
Luminous Flux 490LM 480LM
Color Rendering Index =80 =80
Lifetime(hrs) 15000 15000
Body Material Die-casting Aluminum, PMMA Die-casting Aluminum, PMMA
| Dimensions H120mm*L230mm*D90mm H140mm*L140mm*D66mm i
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LED Indoor Wall Light
_Features

® Lighting angle is adjustable
» High colour rendering index ra80+

» High quality die-casting aluminum material is applied

angle adjustable

Specification
Model Name LED-26007
v Voltage Range 100-240V
Driver Internal
Power Consumption W
Color Temperature 3000K
Luminous Flux 380LM
Color Rendering Index =80
Lifetime(hrs) 15000
Body Material Die-casting Aluminum, Glass Diffuser
L Dimensions H100mm*L100mm*D100mm )
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LED Indoor Wall Light
_Features

® Simple design suitable for different styles
» High colour rendering index ra80+

» High quality die-casting aluminum material is applied

CREE CHIPS

Specification | |- - LEp2ioe

Model Name LED-21033 0oD-2277
Voltage Range 100-240V 100-240V
Driver Internal Internal (waterproof driver)
Power Consumption 12W 8w

Color Temperature 3000K 3000K
Luminous Flux 970LM 500LM

Color Rendering Index =80 =80
Lifetime(hrs) 15000 15000

Body Material

1 Dimensions

Die-casting Aluminum, PMMA

H108mm*L100mm*D100mm

Die-casting Aluminum, Glass

H110mm*L110mm*D110mm
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LED Angle-Adjustable Downlight

® PHILIPS lighting module applied (LED chip+ Driver)

» Super high colour rendering index ra90+

» Suitable for commercial application

Specification

LED-25127W

< D150mm

Warniihite

| Warm |

NaturaiWhite

Cool VAfhite

| Bright |

PHILIPS LED COB Module

Model Name

Voltage Range

Driver

Power Consumption

Color Temperature

Luminous Flux

Color Rendering Index
Lifetime(hrs)

Beam Angle

Body Material

Dimensions

. Installation Size

LED-25127D
LED-25127N
LED-25127W

100-240V
External, included
30w

5000K+10% (D)
4000K+10% (N)
3000K£10% (W)

2600LM (D)

2200LM (N)

2220LM (W)
= 80 (D)

=90 (N)(W)
25000
45°
Die-casting Aluminum
©160mm*H137mm
®150mm

LED-25124D
LED-25124N
LED-25124W

100-240V
External, included
aow

5000K£10% (D)
4000K+10% (N)
3000K+10% (W)

2600LM (D)

2200LM (N)

2200LM (W)
= 80 (D)

2 90 (N)(W)
25000
45°
Die-casting Aluminum
©165mm*H125mm
®155mm
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LED High Ceiling Downlight

® PHILIPS lighting module applied (LED chip+ Driver)

» High colour rendering index ra80+

» Suitable for 6 - 8 meters high

Specification

Warmiilhite

| Warm |

&

@ D205mm <@ D155mm
< D175mm

| Bright |

PHILIPS LED COE Module

Model Name

Voltage Range
Driver

Power Consumption

Color Temperature

Luminous Flux

Color Rendering Index
Lifetime(hrs)

Field Angle

Body Material

Dimensions

. Installation Size

LED-25123D
LED-25123N
LED-25123W

100-240V
External, included
30w

5000K+10% (D)
4000K+10% (N)
3000K+10% (W)

3100LM (D)
3000LM (N)
3000LM (W)

=80
25000
100°
Die-casting Aluminum
®170mm*HISmm
®155mm

LED-25126D
LED-25126N
LED-25126W

100-240V

External, included

45W

5000K+10% (D)
4000K+10% (N)
3000K+10% (W)

4400LM (D)
4250LM (N)
4250LM (W)

z 80
25000

100°

Die-casting Aluminum

$190mm*H100mm
®©175mm

LED-25122D
LED-25122N
LED-25122W

®225mm*H115mm

©205mm

~
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LED High Ceiling Downlight
| Features

® PHILIPS lighting module applied (LED chip+ Driver)

Warmiilhite Natu

Cool Wihite

» High colour rendering index ra80+

» Suitable for 6 - 8 meters high
| Warm | | Bright |

@ $210mm
<@ D240mm

Specification

>

Model Name

Voltage Range
Driver

Power Consumption

Color Temperature

Luminous Flux

Color Rendering Index
Lifetime(hrs)

Beam Angle

Body Material

Dimensions

. Installation Size

LED-21"DOD30D
LED-21"DOD30N
LED-21"DOD30W

100-240V

External, included

LED-24"DOD30D
LED-24"DOD30N
LED-24"DOD30W

100-240V

External, included

LED-21"DOD45D
LED-21"DOD45N
LED-21"DOD45W

100-240V

External, included

LED-24"DOD45D
LED-24"DOD45N
LED-24"DOD45W

100-240V

External, included

30W 30W
5000K+10% (D)
4000K£10% (N)
3000K£10% (W)
2700LM (D)
2350LM (N)
2350LM (W)
2 80(D) 2 80(D)
= 9O(N)(W) = 9O(N)(W)
25000 25000
50° 50°

Die-casting Aluminum

D220mm*H141mm

®210mm

Die-casting Aluminum

D260mm*H143mm

®240mm

45W 45W
5000K+10% (D)
4000K+10% (N)
3000K£10% (W)
4300LM (D)
3700LM (N)
3700LM (W)
= 80(D) = BO(D)
2 90(N)(W) = 90(N)W)
25000 25000
50° 50°

Die-casting Aluminum

©220mm*H141mm
©210mm

Die-casting Aluminum

D260mm*H143mm

©240mm
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LED High Ceiling Downlight
| Features

® CREE LED chip and MeanWell Driver are applied

Cool Wihite

» High colour rendering index ra80+

» Suitable for 3-4 meters high
| Warm | | Bright |

LED-25072WR1 LED2 4
< D90mm < ©155mm

MeanWell Driver
CREE LED

Specification

Model Name

Voltage Range
Driver

Power Consumption

Color Temperature

Luminous Flux

Color Rendering Index
Lifetime(hrs)

Beam Angle

Body Material

Dimensions

. Installation Size

LED-25072DR1
LED-25072NR1
LED-25072WR1

100-240V
External, included
12w

6000K+10% (D)
4000K+10% (N)
3000K+10% (W)

700LM (D)
580LM (N)
580LM (W)

= 80(D)(W)
= 90(N)

25000
45°
Die-casting Aluminum, Glass Cover
@ 105mm*H70mm
©90mm

LED-25074DR1
LED-25074NR1
LED-25074WR1

100-240V
External, included
24w

6000K+10% (D)
4000K+10% (N)
3000K+10% (W)

1350LM (D)
1100LM (N)
1100LM (W)

= BO(D)(W)
2 90(N)

25000
45°
Die-casting Aluminum, Glass Cover
©170mm*H90mm
©155mm
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LED Spot/Downlight
_Features

2

® CREE LED chip and MeanWell Driver are applied I . | e 3 %ite

» High colour rendering index ra80+

» Suitable for 6 meters high

| Warm | | Bright |

Body Material
Dimensions

. Installation Size

Die-casting Aluminum, Glass Cover

P82mm*H50mm
®70mm

Die-casting Aluminum, Glass Cover

¢103mm*HESMmM
P©0mm

Die-casting Aluminum, Glass Cover

©110mm*H78mm
®I0mm

LED25076WR1
70my MeanWell Driver
CREE LED
Specification
LED-25076DR1 LED-25132D LED-25101D 5
Model Name LED-25076NR1 LED-25132N LED-25101N
LED-25076WR1 LED-25132W LED-25101
Voltage Range 100-240V 100-240V 100-240V
Driver External, included External, included External, included
Power Consumption aw 12w 12w
6000K+10% (D) 6000K+10% (D) 6500K+10% (D)
Color Temperature 4000K£10% (N) 4000K+10% (N) 4000K£10% (N)
3000K+10% (W) 3000K+10% (W) 3000K£10% (W)
450LM (D) 900LM (D) 600LM (D)
Luminous Flux 400LM (N) 700LM (N) 500LM (N)
400LM (W) 700LM (W) 500LM (W)
- 2 80(D) = 80(D) = 80(D)
Color Rendering Index 2 90(N)(W) > 90(N)(W) 2 90(N)(W)
Lifetime(hrs) 25000 25000 25000
Beam Angle 307 35¢ 25°
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LED Spot/Downlight
| Features

® High colour rendering index ra80+

‘.,.".,famfﬁhite - ite Cool White

» High light transmittance and well-distributed lighting

» Suitable for projection lighting, creating nice atmosphere

| Warm | | Bright |

LED-25090DR2 g D90mm LED-25097WR1 g d70mm

LED-25090WR2-BK £ P90Mm LED-25097WR1-BK 4 ®70mm

Specification

LED-25097DR1 LED-25090DR2 )
Model Name LED-25097NR1 LED-25090NR2

LED-25097WR1(-BK) LED-25090WR2(-BK)
Voltage Range 100-240V 100-240V
Driver External, included External, included
Power Consumption 5W 8W

6000K£10% (D) 6000K£10% (D)
Color Temperature 4000K£10% (N) 4000K£10% (N)

3000K£10% (W) 3000K+£10% (W)

415LM (D) 750LM (D)
Luminous Flux 385LM (N) 715LM (N)
385LM (W) 715LM (W)
Color Rendering Index =80 =80
Lifetime(hrs) 15000 15000
Beam Angle 18° 18°
Body Material Aluminum, PC Diffuser Aluminum, PC Diffuser
Dimensions ®85mm*H31mm ®107mm*H38mm
L Installation Size ®70mm ®90mm )
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LED Downlight

® High colour rendering index ra80+

» High light transmittance and well-distributed lighting

» Suitable for projection lighting, creating nice atmosphere

Specification

Model Name

Voltage Range

Driver

Power Consumption

Color Temperature

Luminous Flux

Color Rendering Index
Lifetime(hrs)

Field Angle

Body Material

Dimensions

5 Installation Size

= i

@ D150mm
@ D120mm

LED-15"DOP16D
LED-15"DOP12D
LED-12"DOP12D

WarmiWhite

| Warm |

LED-15"DOH16D

Cool White

s
=

| Bright |

<@ D150mm

LED-15"DOP16D
LED-15"DOP16N
LED-15"DOP16W

100-240V
External, included
16W

6000K+10% (D)
4000K+10% (N)
3000K+10% (W)

1320LM (D)
1300LM (N)
1210LM (W)

=80
15000
160°
Aluminum, PC Diffuser
®175mm*H31mm
©150mm

LED-15"DOP12D
LED-15"DOP12N
LED-15"DOP12W

100-240V
External, included
12w

6000K+10% (D)
4000K£10% (N)
3000K+10% (W)

935LM (D)
920LM (N)
920LM (W)

=80
15000
160°

Aluminum, PC Diffuser

D175mm*H31mm
$150mm

LED-12"DOP12D
LED-12"DOP12N
LED-12"DOP12W

100-240V
External, included
12W

6000K+10% (D)
4000K£10% (N)
3000K£10% (W)

935LM (D)
920LM (N)
920LM (W)

=80
15000
160°
Aluminum, PC Diffuser
®138mm*H31Tmm
®120mm

LED-15"DOH16D
LED-15"DOH16W

100-240V

External, included

16W
6000K+£10% (D)
3000K+10% (W)

1300LM (D)
1175LM (W)

=80
15000
160°

Aluminum, Glass Diffuser

©180mm*H43mm

®150mm
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LED Ultra-thin Downlight

Features

® High colour rendering index ra80+

® Ultra-thin lamp body design, saving installation space

» Suitable for living room, bedroom, indirect lighting

Specification

LED-25081R1 < D150mm

Model Name

Voltage Range
Driver

Power Consumption

Color Temperature

Luminous Flux

Color Rendering Index
Lifetime(hrs)

Field Angle

Body Material

Dimensions

} Installation Size

LED-25081R1
LED-25082R1

100-240V
External, included

12w

5700K£10% (D)
3000K£10% (W)

1040LM (D)
990LM (W)
=80
20000

160°

Aluminum, PC Diffuser
©176mm*H23mm
®155mm

LED-25085-W

100-240V
External, included
1w

3000K+10% (W)

60LM

280
15000
30°
Aluminum, PC Diffuser
®64mm*H16mm
PE0mm
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LED Spotlight/Downlight

Features

® High colour rendering index ra80+

® Ultra-thin lamp body design, saving installation space

» Suitable for department store, retail shop, any commercial application

Specification

Model Name

Voltage Range
Driver

Power Consumption

Color Temperature

Luminous Flux

Color Rendering Index
Lifetime(hrs)

Beam Angle
Body Material

Dimensions

3 Installation Size

| Warm |

Coal Wbite

35;\,

| Bright |

LED-25129D LED-25130D
LED-251280 LED-25131D
LED-25129D LED-25128D LED-25130D LED-25131D
LED-25129N LED-25128N LED-25130N LED-25131N
LED-25120W LED-25128W LED-25130W LED-25131W
100-240V 100-240V 100-240V 100-240V

External, included
12W

6000K+10% (D)

4000K£10% (N)

3000K+10% (W)
760LM (D)
700LM (N)
700LM (W)

2 BO(D)
2 GO(NY(W)

25000
45°

Die-casting Aluminum

1138mm*H115mm

[1125mm

External, included
24W

6000K£10% (D)
4000K+10% (N)
3000K£10% (W)

1560LM (D)
1200LM (N)
1200LM (W)

= 80(D)
= 90(N)(W)

25000
45°
Dig-casting Aluminum
[1138mm*H115mm

[ ]125mm

External, included
24W

6000K+10% (D)
4000K+10% (N)
3000K+10% (W)

1700LM (D)
1400LM (N)
1400LM (W)

= 80(D)
= QO(N)(W)

25000
45°
Die-casting Aluminum
W260mm*D138*H115mm
248*125mm

External, included
48W

6000K+10% (D)
4000K+10% (N)
3000K+10% (W)

3100LM (D)
2800LM (N)
2800LM (W)

2 BO(D)
= G0(N)(W)

25000
45°
Die-casting Aluminum
W260mm*D138*H115mm
248*125mm
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LED AR111 Ceiling Fixture

@ Simple design suitable for different styles

® Suitable for living room, shops, commercial applications

DL-31015W-WR DL-31018W-WR DL-31019W-WR

DL-31017W-WR DL-31018-BK DL-31018-BK

Specification

Model Name

Retrofit (notincluded)

DL-31015W-WR

LED AR111 4 pcs

DL-31017W-WR

LED AR111 * 3 pcs

DL-31018-BK
DL-31018W-WR

LED AR111 * 2 pcs

DL-31018-BK
DL-31019W-WR

LED AR111 * 1 pes

Iron

Body Material Iron Iron Iron
Dimensions [1375*H80mm W195*L495"H80mm W195*L345*"H80mm [(1195*H80mm
| Installation Size [1335mm W160*L460mm W160*L310mm [ ]160mm
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LED AR111/MR16 Ceiling Fixture
_Features

®» Simple design suitable for different styles

® Suitable for living room, shops, commercial applications

LED-25062-WR

LED-25063-MR16

LED-25064-MR16

LED-25063-WR

LED-25064-WR

Specification
.

Model Name

Body Material

Dimensions

g Installation Size

Retrofit (notincluded)

LED-25062-WR

LED AR111 * 3 pcs
Iron
W160"L460"H90mm
W161*L461mm

LED-25063-WR

LED AR111* 2 pcs
Iron
W160*L310"H90mm
W161*L311mm

LED-25064-WR

LED AR111* 1 pc
Iron
[ [161*H30mm
[161mm

LED-25063-MR 16

LED MR16 * 2 pcs
Iron
W98*L190*H85mm
W9B*L190mm

LED-25064-MR16

LED MR16 * 1 pc
Iron
[198*H85mm
[198mm
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LED AR111/MR16 Ceiling Fixture

® Simple design suitable for different styles

® Suitable for living room, shops, commercial applications

@

@ D70mm <@ D90mm
DL-41018 DL-41035-B B
(&) )
@ D70mm @ D75mm <@ D150mm
DL-41018B LED-25078R1 DL-31022
Specification
Model Name DL-41018B DL-41018 LED-25078R1 DL-41035-B DL-31022

Retrofit (notincluded) LED MR16 * 1 pc

Body Material Iron
Dimensions ®80*H45mm
®70mm

2 Installation Size

LED MR16 * 1 pc
Iron
®80*H45mm
©70mm

LED MR16 * 1 pc
Aluminum
©80"H45mm
®75mm

LED MR16 * 1 pc
Iron
$106"H50mm
$90mm

LED AR111 %1 pc
Iron
®176"H70mm
®150mm
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LED MR16/AR111 Tracklight Fixture
_Features

» Simple design suitable for different styles

® Suitable for living room, shops, commercial applications

L
AT
. .\\\\\cf._&_\\:.\.n s )
& (7R
& ‘ 7
\ Ly
LED-24001 LED-24002 LED-24001C LED-24002C LED-24006
Specification
~
Model Name LED-24001 LED-24002 LED-24001C LED-24002C LED-24006
Retrofit (included) LED MR16 * 1 pc LED MR16 * 1 pc LED MR16 * 1 pc LED MR16 * 1 pc LED MR16* 1 pc
Body Material Iron Iron Iron Iron Iron
Dimensions W120*"H120*"D72mm W120*H120"D72mm ®©104*H137mm ®©104*H137mm W120*H405*D72mm
L Installation Size two-wire track two-wire track ®104mm ®104mm two-wire track J
T —
i : T
iy W
. "" 3-7,@\ A
e Y
i
. % 5
LED-24010 LED-24010C LED-24011 LED-24011C
Specification
~
Model Name LED-24010 LED-24010C LED-24011 LED-24011C
Retrofit (included) LED AR111* 1 pc LED AR111* 1 pc LED AR111* 1 pc LED AR111*1 pc
Body Material Iron Iron Iron Iron
Dimensions W120*H210*D72mm ®95*"H197mm W120*H210*D72mm ®95"H197mm
L Installation Size two-wire track ®85mm two-wire track ®95mm )
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LED Ra90 Track Light

® PHILIPS lighting module applied (LED chip+ Driver)

» Super high colour rendering index ra90+

» Suitable for various commercial applications

LED-TR12WFL
LED-TR24WFL

Wa mﬂyhite

| Warm |

LED-TR30WFL
LED-TR45WFL

Cool Wihite

=

| Bright |

PHILIPS LED COB Module
Specification
LED-TR12DFL LED-TR24DFL LED-TR30DFL LED-TR45DFL
Model Name LED-TR12NFL LED-TR24NFL LED-TR30NFL LED-TR45NFL
LED-TR12WFL LED-TR24WFL LED-TR30WFL LED-TR45WFL
Voltage Range 100-240V 100-240V 100-240V 100-240V
Driver Included Included Included Included
Power Consumption 12w 24W 30w 45W
6000K+10% (D) B000K+10% (D) 5000K+10% (D) 5000K+10% (D)
Color Temperature 4000K+10% (N) 4000K£10% (N) 4000K£10% (N) 4000K+£10% (N)
3000K£10% (W) 3000K+10% (W) 3000K£10% (W) 3000K£10% (W)
900LM (D) 1500LM (D) 2400LM (D) 3600LM (D)
Luminous Flux 700LM (N) 1200LM (N) 2050LM (N) 3100LM (N)
TO0LM (W) 1200LM (W) 2050LM (W) 3100LM (W)
} > 80(D) = 80(D) = 80(D) > 80(D)
Color Rendering Index > 90(N)(W) > QO(N)(W) > QO(N)(W) > QO(N)(W)
Lifetime(hrs) 25000 25000 25000 25000
Beam Angle 45° 45° 24° 30°
Body Material Die-casting Aluminum Die-casting Aluminum Die-casting Aluminum Die-casting Aluminum
- Dimensions L98mm*P85mm*H140mm L98mm*P8SmmM*H140mm L108mm*®95mm H145mm L112mm*®106mm*H150mm J

19
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DIMMABLE LED CEILING LIGHT

D Starry cover design

30w 50w

Safety tests

%’ Remote control ranges for 20 meters (max.)

é’ One remote control can be paired with four lamps

& Light brightness and colour temperature are dimmable

6500K




@ DANCELIGHT
LED Dimmable Ceiling Light

® Remote control ranges for 20 meters (max.)

» One remote control can be paired with four lamps

» Suitable for bedrooms, living rooms

Specification

Starry Series

+ Night Light
. Brighter

Cooler Colour
Dim

- 4 Channels

fre=r

Remote control interface

Model Name

Voitage Range

Driver

Power Consumption
Color Temperature
Luminous Flux

Color Rendering Index
Lifetime(hrs)

Field Angle

Body Material

. Dimensions

LED-CES30DM
100-240V
Included
30w
3000~6500K
2900LM (4000K MAX)
=z 80
15000
160°
Iron, PC diffuser
©390mm*120mm

LED-CES50DM
100-240V
Included
50W
3000~6500K
5200LM (4000K MAX)
=80
15000
160°
Iron, PC diffuser
®555mm*135mm
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LED Ceiling Mounted Light

® Electric shock resistance design

» High colour rendering index ra80+

» Suitable for bedrooms, living rooms

Specification

Starry Series (Non-Dimmable)

12w 16w 30w 50w

12w

16w

Model Name

Voltage Range

Driver

Power Consumption

Color Temperature

Luminous Flux

Color Rendering Index
Lifetime(hrs)

Field Angle

Body Material

L Dimensions

LED-CES12DR1
LED-CES12WR1

100-240V
Internal

12w

6500K (D)
3000K (W)

900LM (D)
805LM (W)

=80
15000
160°
Iron, PC diffuser

©265mm*30mm

LED-CES16DR1
LED-CES16WR1

100-240V
Internal

16W

6500K (D)
3000K (W)

1235LM (D)
1140LM (W)

=80
15000
160°
Iron, PC diffuser

®340mm*110mm

LED-CES30DR1
LED-CES30WR1

100-240V
Internal

30w

6500K (D)
3000K (W)

2800LM (D)
2700LM (W)

=80
15000
160°
Iron, PC diffuser

©390mm*120mm

LED-CES50DR1
LED-CES50WR1

100-240V
Internal

50w

6500K (D)
3000K (W)

4750LM (D)
4500LM (W)

=80
15000
160°
Iron, PC diffuser

$555mm*135mm

LED-CED12DR1
LED-CED12WR1

100-240V
Internal

12W

6500K (D)
3000K (W)

900LM (D)
800LM (W)

=80
15000
160°
Iron, PC diffuser

D265mm*81mm

LED-CED16DR1
LED-CED16WR1

100-240V
Internal

16W

6500K (D)
3000K (W)

1200LM (D)
1100LM (W)

=80
15000
160°
Iron, PC diffuser

©360mm*94mm +

22
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LED Ceiling Mounted Light

(Non-Dimmable)

® Electric shock resistance design

» High colour rendering index ra80+

» Suitable for bedrooms, living rooms

Specification

Model Name

Voltage Range

Driver

Power Consumption

Color Temperature

Luminous Flux

Color Rendering Index
Lifetime(hrs)

Field Angle

Body Material

L Dimensions

16w

LED-CE12DR1
LED-CE12WR1

100-240V
Internal

12w

500K (D)
3000K (W)

950LM (D)
850LM (W)

=80
15000
160°
Iron, PC diffuser

$265mm*90mm

LED-CE16DR1
LED-CE16WR1

100-240V
Internal

16W

6500K (D)
3000K (W)

1300LM (D)
1200LM (W)

=80
15000
160°
Iron, PC diffuser

®340mm*110mm

LED-CE30DR1
LED-CE30WR1

100-240V
Internal

30w

6500K (D)
3000K (W)

2900LM (D)
2800LM (W)

=80
15000
160°
Iron, PC diffuser

$390mm*120mm

LED-CES0DR1
LED-CE50WR1

100-240V
Internal
50w

6500K (D)
3000K (W)

4900LM (D)
4700LM (W)

=80
15000
160°
Iron, PC diffuser

D555mm™135mm J
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LED Cream White Glass Ceiling Light

with LED 12W Magnetic Module

®» Cream white glass lamp cover
» High colour rendering index ra80+

p Suitable for bedrooms, staircase

LED 12W Magnetic Module

Specification

Model Name LED-21001-1
{wood texture)

Voltage Range

Driver

Power Consumption

Color Temperature

Luminous Flux

Color Rendering Index
Lifetime(hrs)

Field Angle

Body Material

| Dimensions

LED-21002-1
{silver)

Iron, Glass diffuser

©230mm*80mm

LED-2835*56D
LED-2835"56W
(module)

100-240V

LED-21003-1
(white)

Included

12w

6500K (D)
3000K (W)

1050LM (D)
1000LM (W)

=80

15000

180°
Iron, PC diffuser
®175mm*35.5mm
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LED Surface-Mounted Light

» Well-distributed light diffuser

» High colour rendering index ra80+

» Suitable for bedrooms, living rooms, staircase

LED-21029D

{
LED-21028D
Specification
"
LED-21028D LED-21029D

Model Name LED-21028W LED-21028W
Voltage Range 100-240V 100-240V
Driver Included Included
Power Consumption 12w 18w
Color Temperature OUGOR ALY SO0 (R

3000K (W) 3000K (W)

. 1040LM (D) 1600LM (D)
Luminous Flux 990LM (W) 1540LM (W)
Color Rendering Index =80 =80
Lifetime(hrs) 15000 15000
Field Angle 160° 160°

Body Material

| Dimensions

Aluminum, PC diffuser

D170mm*35Smm

Aluminum, PC diffuser

©220mm*37mm
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LED Surface-Mounted Downlight

® Black housing is available

» High colour rendering index ra80+

» Suitable for concourse, reception, staircase

LED-CED12D LED-CED30D
LED-CED24D LED-CED45D
Specification
LED-CED12D LED-CED24D LED-CED30D LED-CED45D ]
Model Name LED-CED12N LED-CED24N LED-CED30N LED-CED45N
LED-CED12W LED-CED24W LED-CED30W LED-CED45W
Voltage Range 100-240V 100-240V 100-240V 100-240V
Driver Included Included Included Included
Power Consumption 12w 24w 30w 45W
6000K+10% (D) 6000K£10% (D) 5000K+10% (D) 5000K+10% (D)
Color Temperature 4000K+10% (N) 4000K+£10% (N) 4000K£10% (N) 4000K+10% (N)
3000K+10% (W) 3000K+10% (W) 3000K+10% (W) 3000K+10% (W)
800LM (D) 1400LM (D) 2500LM (D) 2800LM (D)
Luminous Flux 650LM (N) 1300LM (N) 2100LM (N) 2500LM (N)
650LM (W) 1300LM (W) 2100LM (W) 2500LM (W)
: > 80(D)(N) > 80(D)(N) > 80(D)(N) > 80(D)(N)
Color Rendering Index > 90(W) > 90(W) > 90(W) = 90(W)
Lifetime(hrs) 25000 25000 25000 25000
Beam Angle 40° 40° 40° 40°

Body Material

3 Dimensions

Die-casting Aluminum

©120mm*H100mm

Die-casting Aluminum

©120mm*H100mm

Die-casting Aluminum

®170mm*H170mm

Die-casting Aluminum

®©190mm*H180mm
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LED High CRI MR16

® High colour rendering index ra80+

» No UV hazard, less heat produced within light

» Suitable for projection lighting, creating nice atmosphere

“§ =

==
LED-MRyemwns |
s M) W Wihme
OG SR OG 102 ra

f !

f
LED-MR166WR3 LED-MR168WR2

Specification

BF-LED&WA-JA

Model Name

Voltage Range

Driver

Power Consumption
Color Temperature

Luminous Flux

Color Rendering Index
Lifetime(hrs)

Beam Angle

Body Material

Dimensions
L

LED-MR166DR3
LED-MR166WR3

12v DC
External

6W

6000K+10% (D)
3000K+10% (W)

400LM
=80

15000
36°

Thermally Conductive Plastics

PC Diffuser
®50mm*45mm

LED-MR168WR2

12v DC
External
8w

3000K+10% (W)

550LM
=80

15000
36°

Thermally Conductive Plastics

PC Diffuser
$50mm*48mm

BF-LEDSWA-JA

Input:100-240V
QOutput; 12V DC [ 700mA (max)

66mm*31mm*24mm
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LED High CRI AR111

® High colour rendering index ra80+

» No UV hazard, less heat produced with light

» Suitable for projection lighting, creating nice atmosphere

LED-ARSDR1

Specification

Model Name

Voltage Range

Driver

Power Consumption

Color Temperature

Luminous Flux

Color Rendering Index
Lifetime(hrs)
Beam Angle

Body Material

L Dimensions

LED-AR9DR1
LED-ARINR1
LED-ARSWR1

100-240V
External, included
9w

5700K+10% (D)
4000K+10% (N)
2700K+10% (W)

880LM (D)
880LM (N)
800LM (W)

2 80
15000
24°

Die-casting Aluminum
PC Diffuser

D111mm*20mm

LED-AR14D
LED-AR14N
LED-AR14W

100-240V
External, included
14W

5700K+10% (D)
4000K+10% (N)
2700K+£10% (W)

1250LM (D)
1150LM (N)
1150LM (W)

=80
15000

24°

Die-casting Aluminum
PC Diffuser

®111mm*30mm
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LED Filament Light

» 6w filament can replace traditional 60w incandescent light

» Low lighting decay, high lighting efficiency

» Suitable for chandelier, vintage lighting fixture, or art-related spaces

LED-E14ED4WCITA  LED-E14EDAWC
E14 E14

LED-E27EDBCY5
E27

LED-E27EDBCG125
E27

LED-E2TEDSC
E27

Model Name LED-E27EDGC LED-E27TED6YSTe4 LED-E27ED6CG125 LED-E27ED6CY95 LED-E14EDAWCITA LED-E14ED4WC‘
Voltage Range 100-240V 100-240V 100-240V 100-240V 100-240V 100-240V
Driver Internal Internal Internal Internal Internal Internal
Power Consumption 6w W 6W 6W 4w 4w
Color Temperature 2700K+10% 2200K+10% 2700K+10% 2700K+10% 2700K+10% 2700K+10%
Luminous Flux 760LM 600LM 800LM 800LM 470LM 470LM
Color Rendering Index >80 =80 =80 =80 =80 =80
Lifetime(hrs) 15000 15000 15000 15000 15000 15000
Field Angle 320° 320° 320° 320° 320° 320°
Body Material Glass Glass Glass Glass Glass Glass

| Dimensions ®60mm*104mm ®63mm*138mm  ®125mm*173mm  ®94mm*138mm  ®36mm*146mm ®36mm*116mm |
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LED E27 Bulb
_Features

®» Wide-angle lighting and high lumen output

CFL Replacement

DanceLight LED Bulb Brightness CFL
3W  (Night Light) 260 Lumen 8w
» Suitable for general lighting, home use W (Cabinetwall Light) 600 Lumen 13w
10W (Bedroom) 850 Lumen 23w
12W (Living Room) 1200 Lumen 2w
16W (Living Room) 1650 Lumen :_32W

LED-E2718DRS

Specification

LED-E2712DR5

LED-E2710DRS

LED-E277DR2

Hazard

“)

LED-E273DR1

XNodil fisme LED-E2716DR5 tEg:Eg;gﬁgg LED-E2710DR5 LED-E277DR2 LED-E273DR1 |
LED-E2716WR5 peaps s LED-E2710WR5 LED-E277WR2 LED-E273WR1
Voltage Range 100-240V 100-240V 100-240V 100-240V 100-240V
Driver Internal Internal Internal Internal Internal
Power Consumption 16W 12w 10W W 3w
Color Temperatiis 6500K£10% (D) e %ﬁ} 6500K+10% (D) 6500K+10% (D) 6500K+10% (D)
3000K+10% (W) 3000K£10% (W) 3000K+10% (W) 3000K+10% (W) 3000K+10% (W)
Luminous Flux 1550LM (W) 200 () SORM (W5 STOLM (0 23010 (0
Color Rendering Index 280 =80 = 80 =80 =80
Lifetime(hrs) 15000 15000 15000 15000 15000
Field Angle 320° 330° 330° 340° 320°
Body Material Thenﬂally'r:g?::lu:csﬂ:f Plastics Themlly';ga;;;c;t:: Plastics Tnemaﬂy;goDn;‘;'fL:lc;ﬁe\? Plastics Thamll:r:gngdm:g:ra Plastics Thennally;gonn;ff::f Plastics
L Dimensions D70mm*130mm DE0mm*114mm D60mm*114mm ®60mm*113mm D45mm*3Tmm J
30
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LED High Brightness Bulb

®» Wide-angle lighting and high lumen output

» Suitable for general lighting

LED-PAR3814W
E27

Specification

Model Name

Voltage Range

Driver

Power Consumption

Color Temperature

Luminous Flux

Color Rendering Index
Lifetime(hrs)

Field Angle

Body Material

L Dimensions

Replacement

25W (High Ceiling)
38W (High Celling)
BOW (indusirial Light)

DanceLight LED Bulb Brightness
14W (Outdoor Spotlighty 1050 Lumen

e
PAR38120W
2500 Lumen CFL50W
3800 Lumen CFL75W
4800 Lumen Mercury 250 W

Hazard

“)»

»

LED-E2738D LED-E4050D LED-E2725D
E27 E40 E27
-
LED-E2738D LED-E2725D
LED-PAR3814W LED-E2738W LED-E4050D LED-E2725W
100-240V 100-240V 100-240V 100-240V
Internal Internal Internal Internal
14W 38w 50W 25W
6500K+£10% (D) 6500K+10% (D)
3000K£10% 6500K+10% (D)
& 3000K£10% (W) E 3000K£10% (W)
3800LM (D) 2500LM (D)
1000LH 3520LM (W) SB00LM 2400LM (W)
=80 =80 =80 =80
15000 15000 15000 15000
33° (Beam Angle) 260° 300° 330°
Thermally Conductive Plastics Thermally Conductive Plastics Thermally Conductive Plastics Thermmally Conductive Plastics
PC Diffuser PC Diffuser PC Diffuser PC Diffuser
®121mm*132mm D132mm*230mm @125mm*279mm ®222mm*120mm
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LED T8 Tube
_Features

® High light transmittance
» Double-ended design

» Suitable for general lighting

SUANGELIGHT LED-T85DGLR3
= i
-
BOANGELIGHT LED-TB10DGLR3
- {L:580mm)
- _
SUANCELIGHT LED-T820DGLR3
- it

f

LED-TB20BGLR2

Specification

LED-T810DGLR3 LED-T820DGLR3
Model Name LED-T85DGLR3 LED-T810NGLR3 LED-TB20NGLR3 LED-T820BGLR2
LED-T810WGLR3 LED-T820DGLR3
Voltage Range 100-240V 100-240V 100-240V 100-240V
Driver Internal Internal Internal Internal
Power Consumption 5W 10W 20w 20w
B500K+10% (D) 6500K+10% (D) .
Color Temperature 8500K+10% 4000K+10% (N) 4000K+10% (N) Blue Light
3000K£10% (W) 3000K£10% (W) formusiongty v bk
1100LM (D) 2200LM (D)
Luminous Flux 500LM 1100LM (N) 2200LM (N) 880LM (N)
1000LM (W) 2000LM (W)
Color Rendering Index =80 =80 =80 =80
Lifetime(hrs) 15000 15000 15000 15000
Field Angle 300° 300° 300° 300°
Body Material Glass Glass Glass Glass
% Dimensions ©26mm*L330mm ®26mm*L580mm ©26mm*L1198mm D©26mm*L1198mm o
32
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LED T5 Batten
_Features

® High light transmittance
» Enhanced gapless design (max 6 sets for one circuit)

» Suitable for cabinet, general lighting, indirect lighting

LED-T5BA4-DR5

LED-TSBA3-DRS

LED-T5BAZ-DR5

ST-CN1-PH (30cm)
the connection cable is not
included in the package which
is purchasable individually

LED-T5BA1-DRS

Specification

LED-T5BA1-DR5 LED-T5BA2-DR5 LED-TS5BA3-DR5 LED-T5BA4-DR5 7
Model Name LED-T5BA1-NR5 LED-T5BA2-NR5 LED-T5BA3-NRS LED-T5BA4-NR5
LED-T5BA1-WRS LED-T5BAZ-WR5 LED-T5BA3-WR5 LED-T5BA4-WR5
Voltage Range 100-240V 100-240V 100-240V 100-240V
Driver Internal Internal Internal Internal
Power Consumption 5W aw 14W 18W
6500K+10% (D) 6500K+10% (D) 6500K£10% (D) 6500K+10% (D)
Color Temperature 4000K£10% (N) 4000K£10% (N) 4000K£10% (N) 4000K£10% (N)
3000K£10% (W) 3000K+£10% (W) 3000K£10% (W) 3000Kx10% (W)
400LM (D) 900LM (D) 1200LM (D) 1800LM (D)
Luminous Flux 400LM (N) 900LM (N) 1200LM (N) 1800LM (N)
360LM (W) 850LM (W) 1100LM (W) 1620LM (W)
Color Rendering Index =80 =80 =80 =80
Lifetime(hrs) 15000 15000 15000 15000
Field Angle 170° 170° 170° 170°
x Thermally Conductive Plastics Thermally Conductive Plastics Thermally Conductive Plastics Thermally Conductive Plastics
Body Material PC Diffuser PC Diffuser PC Diffuser PC Diffuser
% Dimensions 37mm*26mm*L300mm 37mm*26mm*LE600mm 37mm*26mm*L900mm 37mm*26mm*L1182mm )
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LED Panel Light
_Features

® Ultra-thin lamp body design
» High light transmittance and well-distributed lighting

» Suitable for office, school and other commercial applications

ém}t

Hazard

L (P 3

LED-FA40DR2
LED-PAS5DR2 LED-PABOD

% 7
LED-PA40-FR | LED-PA40-CN2
Ceiling-mount Fixture Hanging string set
S pe c i ﬁ Cat | on (for size B006G00mm only) (1 meter long strings)
LED-PA40DR2
Model Name LED-PA4ONR2 LED-PASS5DR2 LED-PASOD
LED-PA40WR2 LED-PAS5WR2
Voltage Range 100-240V 100-240V 100-240V
Driver External External External
Power Consumption 40W 55W sow
6250K (D)
Color Temperature 4000K (N) 23300:: {VE\)’) 6250K
3000K (W) w)
3950LM (D)
Luminous Flux 3600LM (N) SeA0LM ) 7200LM
3600LM (W) 5000LM (W)
Color Rendering Index = 80 =80 280
Lifetime(hrs) 15000 15000 15000
Field Angle 160° 160° 160°
- Alurminum Aluminum Aluminum
BOdy Material PC Diffuser PC Diffuser PC Diffuser
% Dimensions (Driver:H50mm) [1600mm*H10mm [1600mm*H10mm 603mm*1213mm*H10mm
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LED Ceiling Recessed Light

® Ultra-thin lamp body design

» Suitable for office, school and other commercial applications

LED-2447RS5
Specification
LED-2447R5 7
= - -4 1-
Model Name LED-2447WR5 LED-2441R2 OF-40311-1
Voltage Range 100-240V
Driver External = =
Power Consumption 36W Dancelight 10W 2ft LED tube *4pcs Dancelight 20W 4ft LED tube *3pcs
6000K (D)
Color Temperature 3000K (W)
: 3100LM (D) B
Luminous Flux 2800LM (W)
Color Rendering Index =80
Lifetime(hrs) 15000 = =
Field Angle 165° - i
- Iron
Body Material RO R Steel Plate Steel Plate
% Dimensions [ 1600mm*H30mm __601mm*H55mm 1220mm*600mm*HE5mm )

Hazard

“)
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LED T8 Tube Fixtures
Foatures _

® Applicable for double-ended led tubes

» Adopts solid materials and safe components

Type emNo

' o : == — | 5} Two 4fttubes LED-4243R5
W el Y One 4fttube  LED-4143R3

o e Two 2fttubes LED-2243R3
; = One 2fttube  LED-2143R3
One ifttube  LED-1143R3

E " Two 4ft tubes LED-42401
= S One 4fttube  LED-41401
“hanging installation is available

- T—— ..ri Type ftem No
B o ¥ One dfttube  LED-T8BA4-1

One 2fttube  LED-TBBA2-1
One 1fttube  LED-TBBA1-1

]

e — - . — — Type e No

% v_ """ unasasiso s : - __ - _;’ Two 4ft tubes LED-282003R1
e Y Type tem No
e e ——————— Two 4fttubes  LED-402017
. —————————————— ] Two 2ft tube  LED-202019
Specification
LED-4243R5 i
Model Name LED-4143R3 LED-T8BA4-1 LED-402017
LED-2243R3 LED-42401 LED-T8BA2-1 LED-282003R1 (Erionitio
LED-2143R3 LED-41401 LED-T8BA1-1
LED-1143R3
Body Material Steel Plate Steel Plate Aluminum Iron, PC Iron, PC
L1243*W156*H60mm
L1244*W110*H80mm
Dimensions 25782 i Vel L1436"W170°H80mm
L624*W156*H60mm = 1297 W1B2'HIOMM ) gygnpyaorHoomm  11336*W161*H54mm /
L392*W132*H97mm
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LED T8 Tube Fixtures
Foatures _

® Applicable for double-ended led tubes

» Adopts solid materials and safe components

3 : ’ LED-1104

e ~ = © LED-1102R1
LED-1103
with Cover
Type ItemNo.
E27 Bulb LED-1104
One 1fttube  LED-1102R1
One 1fttube LED-1103
LED-2105 One 1fttube LED-2105
Specification
Model Name LED-1104 LED-1102R1 LED-1103 LED-2105
Body Material Stainless steel , PC Iron, PC Iron, PC Iron, PC
Dimensions L300mm*™W110mm*™H95mm  L400mm*W110mm*H80mm L400mm*W107mm*HI8mm  L655Smm*W140mm*HI5mm
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LED T8 Tube Fixtures
Foatures _

® Applicable for double-ended led tubes

® |P66 can be installed in outdoor application

» Ceiling hanging installation is available

Damp-Proof

Type Item No

Two 4ft tubes OD-TBWA4*2-1
One 4fttube  OD-TEWA4*1-1
Two 2fttubes OD-TBWA2*2-1
One 2fttube  OD-TBWA2*1-1

Specification

Model Name OD-T8WA4*2-1 OD-T8WA4*1-1 OD-T8WA272-1 OD-T8WA2*1-1
Body Material Stainless steel , PC Stainless steel , PC Stainless steel , PC Stainless steel , PC
Dimensions L1260mm*W110mm*H90mm  L1260mm*W70mm*H90mm  L660mm*W110mm*H30mm LB60mm*W70mm*HI0mm




DANCELIGHT
OUTDOOR




@ DANCELIGHT

LED Outdoor Wall Light

® Simple design suitable for different styles

» High colour rendering index ra80+

» High quality die-casting aluminum material is applied

Specification
Model Name 0D-2295 0OD-2278R1
Voltage Range 100-240V 100-240V

Driver Included (waterproof driver) Included (waterproof driver)

Power Consumption 4w aW

Color Temperature 3000K+£10% 3000K+10%

Luminous Flux 90LM S0LM

Color Rendering Index =80 =80

Lifetime(hrs) 15000 15000

Body Material Die-casting Aluminum, PC Die-casting Aluminum, PC

Dimensions ®148mm*H37mm 148mm*148mm*H37mm )
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LED Outdoor Wall Light

® Simple design suitable for different styles

» High colour rendering index ra80+

» High quality die-casting aluminum material is applied

CREE CHIPS CREE CHIPS CREE CHIPS
0OD-2262R1 0D-2279 0D-2281
Specification
Model Name 0OD-2262R1 0OD-2279 0D-2281
Voltage Range 100-240V 100-240V 100-240V
Driver Included (waterproof driver) Included (waterproof driver) Included (waterproof driver)

Power Consumption
Color Temperature
Luminous Flux

Color Rendering Index
Lifetime(hrs)

Body Material

L Dimensions

13W
3000K+10%
800LM
=80
15000
Die-casting Aluminum, Glass

W90mm*H160mm*D55mm

13W
3000K+10%
800LM
=80
15000
Die-casting Aluminum, Glass

W90mm*H160mm*D55mm

13W
3000K+10%
800LM
=80
15000
Die-casting Aluminum, Glass

W30mm*H160mm*D55mm
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LED Outdoor Wall Light

® Simple design suitable for different styles

» High colour rendering index ra80+

» High quality die-casting aluminum material is applied

CREE CHIPS EVERLIGHT CHIPS
0D-2276
Specification
,
Model Name 0OD-2249 0D-2276
Voltage Range 100-240V 100-240V
Driver Included (waterproof driver) Included (waterproof driver)

Power Consumption
Color Temperature
Luminous Flux

Color Rendering Index
Lifetime(hrs)

Body Material

L Dimensions

8W
3000K+10%
400LM
=80
15000
Die-casting Aluminum, Glass

O 140mm*HE0mm

13w
3000K£10%
750LM
=280
15000

Die-casting Aluminum, Glass

W90mm*H175mm*D29mm
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LED Outdoor Wall Light

® Simple design suitable for different styles

» High colour rendering index ra80+

» High quality die-casting aluminum material is applied

CREE CHIPS CREE CHIPS
0D-2280
Specification
\
Model Name 0OD-2260 0D-2280
Voltage Range 100-240V 100-240V
Driver Included (waterproof driver) Included (waterproof driver)
Power Consumption 4w 13W
Color Temperature 3000K+£10% 3000K+10%
Luminous Flux 250LM 700LM
Color Rendering Index =80 =80
Lifetime(hrs) 15000 15000
Body Material Die-casting Aluminum, Glass Die-casting Aluminum, Glass
L Dimensions W150mm*H100mm*D60mm W150mm*H130mm*D60mm )
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LED Outdoor Wall Light

Features

» Simple design suitable for different styles

» High colour rendering index ra80+

» High quality die-casting aluminum material is applied

OSRAM CHIPS EVERLIGHT CHIPS EVERLIGHT CHIPS
0OD-2263 0OD-2282 0OD-2294
Specification
Model Name 0OD-2263 0OD-2282 0D-2294
Voltage Range 100-240V 100-240V 100-240V

Driver

Power Consumption
Color Temperature
Luminous Flux

Color Rendering Index
Lifetime(hrs)

Body Material

L Dimensions

Included (waterproof driver)
8w
3000K+10%
210LM
=80
15000
Die-casting Aluminum, PC cover

W145mm*H240mm*D70mm

Included (waterproof driver)
13W
3000K+10%
430LM
=80
15000
Die-casting Aluminum, PC cover

W140mm*H270mm*D100mm

Included (waterproof driver)
13W
3000K+10%
320LM
=80
15000

Die-casting Aluminum, PC cover

W160mm*H200mm*D38.5mm
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LED Outdoor Wall Light

® Simple design suitable for different styles

» High colour rendering index ra80+

» High quality die-casting aluminum material is applied

EPISTAR CHIPS

EPISTAR CHIPS
0D-2272 0D-2273
Specification
,
Model Name 0D-2272 0D-2273
Voltage Range 100-240V 100-240V
Driver Included (waterproof driver) Included (waterproof driver)

Power Consumption
Color Temperature
Luminous Flux

Color Rendering Index
Lifetime(hrs)

Body Material

L Dimensions

10W
3000K+10%
500LM
=80
15000
Die-casting Aluminum, PC cover

©155mm*H47mm

10w
3000K£10%
480LM
=80
15000

Die-casting Aluminum, PC cover

W118mm*H218mm*D38mm
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LED Outdoor Lawn Light

® Simple design suitable for different styles

» High colour rendering index ra80+

» High quality die-casting aluminum material is applied

Specification
0D-3168R1 (80cm) )
Model Name OD-3176 0D-3178 0OD-3150R1 (50cm)
0OD-3159R1 (30cm)
Voltage Range 100-240V 100-240V 100-240V
Driver Included (waterproof driver) Included (waterproof driver) Included (waterproof driver)
Power Consumption 9w W 9w
Color Temperature 3000K+£10% 3000K+10% 3000K+10%
Luminous Flux 360LM 350LM 275LM
Color Rendering Index =80 =80 =80
Lifetime(hrs) 15000 15000 15000
Body Material Die-casting Aluminum, PC cover Die-casting Aluminum, PC cover Die-casting Aluminum, PC cover
W123mm*123mm*H800mm
Dimensions W130mm*H500mm*D80mm W130mm*H500mm*D80mm W123mm*123mm*H500mm
L WA123mm*123mm*H300mm ]

0D-3176
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LED Garden Spotlight

® High colour rendering index ra80+

» High quality die-casting aluminum material is applied

» Suitable for 7 meters high wall (beam angle 15°)

-~
Model Name OD-3174 33:211 ;??SP ((:;,g“%
Voltage Range 100-240V 100-240V
Driver Internal (waterproof driver) Internal (waterproof driver)
Power Consumption oW 18W
Color Temperature 3000K+10% 3000K=10%
Luminous Flux 700LM 1450LM
Color Rendering Index =80 =80
Lifetime(hrs) 15000 15000
Beam Angle 30° 35° | 15°
IP Rating IP66 IP66
Body Material Die-casting Aluminum, Tempered Glass Die-casting Aluminum, Tempered Glass
L Dimensions ©120mm*H141mm*D90mm ©120mm*H141mm*DI0mm y
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LED Garden Spotlight
Features

® Simple design suitable for different styles

» High colour rendering index ra80+

» High quality die-casting aluminum material is applied

oD-3162 0D-3175 OD-10009-FT (surface type) 0D-10011-FT (plug-in type)
CREE CHIPS CREE CHIPS
Specification
OD-10009-FT (surface type)
Model Name 0OD-3162 0OD-3175 OD-10011-FT (plug-in type)
Voltage Range 100-240V 100-240V 100-240V

.

Driver

Power Consumption
Color Temperature
Luminous Flux

Color Rendering Index
Lifetime(hrs)

Beam Angle

IP Rating

Body Material

Dimensions

Internal (waterproof driver)
8W
3000K£10%
500LM
=80
15000
30°
IP66

Die-casting Aluminum

®100mm*W150mm*H468mm

Internal (waterproof driver)
6w
3000K£10%
380LM
=80
15000
36°
P66

Die-casting Aluminum

PI2mm*H315mm

Internal (waterproof driver)
9w
3000K£10%
600LM

Die-casting Aluminum

DY0*H195mm
DY0*H320mm
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LED Floodlight

® Wider turning angle of 300 degrees

® Enhanced multiple water proof design

» High quality die-casting aluminum material is applied

OD-FL300D

CREE CHIPS

Specification

>> Shock-proof cover
1st protection

W > Waterproof drvier
2nd protection

>> Doubleslayer
foam rubber

5th protectiort

>> Enclosed wire socket
3rd protection

>> Waterproof wire joint
4th protection

Model Name

Voltage Range

Driver

Power Consumption
Color Temperature
Luminous Flux

Color Rendering Index
Lifetime(hrs)

Field Angle

IP Rating

Body Material

g Dimensions

OD-FL300D

100-277V
Internal (MeanWell driver)
300W
B6000K£10%
39000LM
=70
15000
100°
IP66

Die-casting Aluminum, Tempered Glass

W418mm*H558mm*D133mm
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LED Wall Washer Light

Features

® Wider turning angle of 300 degrees

® Enhanced multiple water proof design

» High quality die-casting aluminum material is applied

Specification

OD-FL200DR2

Model Name

Voltage Range

Driver

Power Consumption

Color Temperature

Luminous Flux

Color Rendering Index
Lifetime(hrs)

Field Angle

IP Rating

Body Material

L Dimensions

OD-FL200DR2

100-277V
Internal (MeanWell driver)

200w

6000K+10%

20000LM

=70
25000
120°
IP66
Die-casting Aluminum, Tempered Glass

W376mm*H529mm*DE7mm

OD-FL120DR2
OD-FL120WR2

100-277V
Internal (waterproof driver)

120W

6000K+10% (D)
3000K+10% (W)

11800LM (D)
9900LM (W)

270
15000
140°
P66

Die-casting Aluminum, Tempered Glass

W303mm™H439mm*DE0mm




@ DANCELIGHT
LED Wall Washer Light

® Wider turning angle of 300 degrees

® Enhanced multiple water proof design

» High quality die-casting aluminum material is applied

Specification

Model Name

Voltage Range

Driver

Power Consumption

Color Temperature

Luminous Flux

Color Rendering Index
Lifetime(hrs)

Field Angle

IP Rating

Body Material

L Dimensions

OD-FL50D OD-FL30D OD-FL20D OD-FL10D
~
OD-FL50D OD-FL30D OD-FL20D OD-FL10D
OD-FL50W OD-FL30W OD-FL20W OD-FL10W
100-240V 100-240V 100-240V 100-240V

Internal (waterproof driver)

50w

6000K+10% (D)
3000K+10% (W)

4600LM (D)
4100LM (W)

270
15000
140°

P66

Die-casting Aluminum
Tempered Glass

W217mm*H331mm*D45mm

Internal (waterproof driver)

3ow

6000K+10% (D)
3000K+10% (W)

2500LM (D)
2200LM (W)

=70
15000
140°

P66

Die-casting Aluminum
Tempered Glass

W172mm*H264mm*D45mm

Internal (waterproof driver)

20w

6000K+10% (D)
3000K+10% (W)

1600LM (D)
1430LM (W)

270
15000
140°

IP66

Die-casting Aluminum
Tempered Glass

W149mm*H228mm*D42mm

Internal (waterproof driver)

10w

B000K+10% (D)
3000K+10% (W)

750LM (D)
680LM (W)

=70
15000
140°

P66

Die-casting Aluminum
Tempered Glass

W121mm*H184mm*D35mm y
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LED Microwave Sensor Light

® Sensing time and distance are adjustable

» High sensitive microwave sensor

» High quality die-casting aluminum material is applied

Specification

e
e
————- =
L Day | Night time

10 secs - 12 mins

Model Name

Voltage Range
Driver

Power Consumption

Color Temperature

Luminous Flux

Color Rendering Index
Lifetime(hrs)

Field Angle

IP Rating

Body Material

L Dimensions

OD-SEFL12DR1
OD-SEFL12WR1

100-240V
Internal (waterproof driver)

12w

B000K+10% (D)
3000K£10% (W)

710LM (D)
680LM (W)

270
15000
120°
IP66
Die-casting Aluminum, Tempered Glass

WA155mm*H168mm*Da5mm

OD-SEFL24DR1
OD-SEFL24WR1

100-240V
Internal (waterproof driver)

24w

6000K+10% (D)
3000K+10% (W)

1750LM (D)
1540LM (W)

270
15000
120°
IP66
Die-casting Aluminum, Tempered Glass

W178mm*™H213mm*D100mm
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LED Microwave Ceiling Sensor Light

® High colour rendering index ra80+
» Sensing time and distance are adjustable

» High sensitive microwave sensor

(*
|
Water & Bug proof

Cover

|| Anti-glaring Diffuser

Specification

Lock Joint ;
Prevents Falling m

High Brightness
LED Chips

U Enhanced
. | Waterproof rubber

High Sensitive
Microwave sensor

Time Adjustable

S
e
—
e

‘ Day | Night time

10 $ecs < 12 ming

Distance Adjustable

-
OD-CE16DSE
Model Name OD-CE16WSE
Voltage Range 100-240V
Driver Internal
Power Consumption 16W
6250K+10% (D)
Color Temperature 3000K+10% (W)
. 1400LM (D)
Luminous Flux 1300LM (W)
Color Rendering Index =80
Lifetime(hrs) 15000
Field Angle 140°
IP Rating P66
Body Material PC
b Dimensions ®300mm*H87mm y
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LED Street Light
Foaturos

®» Enhanced Heat-sink for better lumen maintenance
» High colour rendering index ra70+

» High quality die-casting aluminum material is applied

b
CL-01A (®38mm)
the holding pole is
purchased separately

0D-10072R1 OD-10071R1
\
Model Name OD-10072R1 83113325\%1
Voltage Range 100-240V 100-240V
Driver Internal (MeanWell driver) Internal
Power Consumption 100W 60W
Color Temperature 6500K+10% ggggﬁi 1 g:ﬁ E\?\,))
Luminous Flux 12000LM :gggtm ((‘R,))
Color Rendering Index =70 =70
Lifetime(hrs) 15000 15000
Field Angle 130° 200°
IP Rating P66 P66
Body Material Die-casting Aluminum, Tempered Glass Die-casting Aluminum, Tempered Glass
L Dimensions W280mm*H720mm*D120mm W262mm*H530mm*D155mm Y
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LED High Bay Light
| Features _

®» Meanwell drivier is applied for more stable performance
» High efficiency PHILIPS LED can provide higher lumen output

» High quality die-casting aluminum material is applied

=> MeanWell waterproof driver

>> Die-casting aluminum heatsink

>> Safety steel wire

LED-HIBAY 100CN2

LED-HIBAY 150CN2

LED-HIBAY200CN2

the ceiling rack is not

: : : Included in the package which

>> High light transmittance cover is purchasable individually

>> PHILIPS high efficiency LED

Specification

Model Name LED-HIBAY100DR2 LED-HIBAY150DR2 LED-HIBAY200DR2 LED-HIBAY240DR2
Voltage Range 100-277V 100-277V 100-277V 100-277V
Driver Internal (waterproof MW driver)  Internal (waterproof MW driver)  Intermnal (waterproof MW driver)  Internal (waterproof MW driver)
Power Consumption 100W 150W 200w 240W
Color Temperature 6250K 6250K 6250K 6250K
Luminous Flux 13000LM 19500LM 26000LM 31200LM
Color Rendering Index =80 =80 =80 =80
Lifetime(hrs) 15000 15000 15000 15000
Field Angle 120° 120° 120° 120°
IP Rating IP66 IP66 IP66 IP66
Body Material Die—ca;t(i:ngoﬁg.lrminum Die*:a;ti;gﬂ %!:rminum Dieca;@gaﬁgminum Die—cagt(i:ngoﬁtl;'ninum

L Dimensions $300mm*H189mm ®346mm*H203mm ®400mm*H225mm ©400mm*H225mm )
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LED High Bay Light

®» Narrow angle can give stronger lux

» Bigger heat-sink is used for more stable performance

» High quality die-casting aluminum material is applied

Specification

Model Name

Voltage Range

Driver

Power Consumption
Color Temperature
Luminous Flux

Color Rendering Index
Lifetime(hrs)

Field Angle

IP Rating

Body Material

L Dimensions

LED-HIBAY 150WSP

100-277V
Internal (MW driver)
150w
6250K
14050LM
=70
25000
80°
IP65
Aluminum

®500mm*H385mm

LED-HIBAY200WSP

100-277V
Internal (MW driver)
200w
6250K
16250LM
270
25000
80°
IP65
Aluminum

®500mm*H410mm
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LED Underground

» Simple design suitable for different styles

p Stainless steel material is applied

OD-4135W

< D9I8mm

Specification

Model Name

Voltage Range

Driver

Power Consumption

Color Temperature

Luminous Flux

Color Rendering Index
Lifetime(hrs)

Field Angle

IP Rating

Body Material

Dimensions

" Installation Size

0D-4123BR3

Underground Light installation suggestion

— ~~ Lock tight the cover

"“'—_ Glass
(:-—‘/—_ Water-proof rubber

Sink case o
Clean before use
1.The cover

2 Water-proof rubber
3.Sink case

| waterproof joint i
i Blind drainage conduit
water-drain device polyurethane adhesive sealant

D 108mm 98mm

T 1
o ‘W lﬁL ' |
OD-4123BR3
Spita i 0OD-4123WR3
100-240V 100-240V

Internal (waterproof driver)

aw

3000K£10%

150LM

=80
15000

45°
P66

Stainless steel, Glass, PC Case

®©108mm*H112mm
DIBmMm*H105mm

Internal (waterproof driver)

1.2W

Blue Light (B)
3000K£10% (W)

30LM (B)
75LM (W)

280 (W)
15000
30°
IP66

Stainless steel, Glass, PC Case

©108mm*H112mm
DI8MmM*H105mm
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LED Step/Stair Light
| Features _

®» Simple design suitable for different styles

» Integrated design, easy install

0OD-4132

0D-4133

N\
Model Name 0OD-4132 0OD-4133
Voltage Range 110-240V 110-240V
Driver Internal (waterproof driver) Internal (waterproof driver)
Power Consumption 1.6W 1.6W
Color Temperature Blue Light (B) 3000K+10%
Luminous Flux - 90LM
Lifetime(hrs) 15000 15000
IP Rating IP66 IP66
Body Material Stainless steel, Glass, PC Case Stainless steel, Glass, PC Case
. Dimensions W135mm*L75mm*H31mm W135mm*L75mm*H31mm )




@ DANCELIGHT
LED DC Light Strip

® 10 meters at most for one circuit

» Every 5cm can be cut

» Meanwell driver is purchasable individually

LA AN

Specification

Model Name

Voltage Range
Driver

Power Consumption

Color Temperature

Luminous Flux
Lifetime(hrs)
Field Angle

IP Rating

Body Material

L Dimensions

LED-35NA12V-DR2
LED-35NA12V-WR2
LED-35NA12V-BR2
12v DC
Not included

20W
White light (D)

Warm white (W)
Blue (B)

350 LM/ meter
15000
120°
Copper plate
L5000mm*W8mm*H2mm

LED-50NA12V-D
LED-50NA12V-W
LED-50NA12V-B
LED-50NA12V-RGB

12v DC
Not included
40W

White light (D)
Warm white (W)
Blue (B)
RGB

700 LM/ meter
15000
120°
Copper plate
L3000mm™W10mm*H2mm

LED-35WO12V-DR3
LED-35WO12V-WR3
LED-35WO12V-BR3
LED-35WO12V-RR3

12V DC
Not included
20W

White light (D)
Warm white (W)
Blue (B)
Red light (R)

350 LM/ meter
20000
120°
IP66
Silicon, Copper plate
L5000mm*W10.5mm*H5mm

LED-50WO012V-DR3
LED-50WO12V-WR3

12V DC
Not included
40W

White light (D)
Warm white (W)

700 LM/ meter
20000

120°
IP66
Silicon, Copper plate
L5000mm*W12.5mm*H5mm

7

59
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LED AC Light Strip
_ Features

® 50 meters connection at most for 110V(3528); 25 meters connection at most for 220V and 110V(5050/RGB).
p» Every 100cm (220V) / 50cm (110V) can be cut

LED-35HV/1-DD
LED-35HV/1-DW
Double-Line LED chips

Single-Line LED chipﬂ

Specification

LED-35HV/1-D LED-50HV/2-D
LED-35HV/1-DD LED-35HV/1-W BN . LED-50HV/2-W
Model Name LED-35HV/1-DW LED-35HV/1-B HED-SORVI LED-50HV/2-B
LED-50HV/2-RGB
Voltage Range 110V 110V 110V 220V
Driver Iincluded Included Included Included
2 360W(25m)
Power Consumption 195W (15m) 120W (25m) 120W (25m) 288W(20m - RGB)
- —_— White light (D)
Color Temperature \AIiKS ot (5) &?&eﬁﬁﬂé‘m) Warm white (W) Warm white (W)
Warm white (W) : Blue (B)
Blue (B)
RGB
Lifetime(hrs) 15000 20000 20000 20000
Field Angle 120° 120° 120° 120°
Body Material PVC, Copper plate PVC, Copper plate PVC, Copper plate PVC, Copper plate
Di i L15000mm*W18mm*H8 L25000mm*W10mm*H7 L25000mm*W14mm*H7 LPORamT e e
Imensions mm mim mim mm mim mm mim mm mm OmmWASmmHEmm (RGB)
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