LoveWing - Classic

> Integrated design with LED and driver built in.

> Unique multiple reflection design delivers uniform light with low glare.

= Large beam angle design and 12% uplight enhance the spatial brightness.

= Elegant arc appearance, not easy to accumulate dust on luminaire's surface.

= |deal replacement for fluorescent tubes, suitable for corridor, supermarket or general indoor space.
° Energy-saving, eco-friendly for the environment.

Anchor

LLuminaires with driver Self-tapping screw

built in.
CRI : 80; Color Temperature : 5700K ( 5310K-6020K ) / 4000K ( 3650K-4150K ) / 3000K ( 2900K-3200K )
Model DPA477-xxYC =
Dimension 1195 x 200 x 37.8 mm
Power Comsumption 41.2 w 54.8 w 34.7 w 53.8 w
Color Tempreature  5700K / 4000K 3000K 5700K / 4000K 3000K 5700K / 4000K 3000k 5700K / 4000K 3000K
Lumious Flux 4200 Im 3950 Im 5100 Im 4750 Im 3650 Im 3400 Im 4950 Im 4600 Im
llumination (1m) 940 lux 880 lux 1120 lux 1060 lux 800 lux 760 lux 1100 lux 1020 lux
lilumination (2m) 235 lux 220 lux 280 lux 265 lux 200 lux 190 lux 275 lux 255 lux
Power Factor PF>0.9 NO PFC
Model DP252-xxYC
Dimension 607 x 200 x 37.8 mm
Power Comsumption 271w 17.8 w
Color Tempreature 5700K / 4000K 3000K 5700K / 4000K 3000K
Lumious Flux 2550 Im 2350 Im 1900 Im 1700 Im
Iumination (1m) 600 lux 550 lux 445 |ux 395 lux
llumination (2m) 150 lux 135 lux 110 lux 100 lux
Power Factor PF > 0.9 NO PFC

e xx indicates power comsumption of luminaire ; Y indicates Color Temperature of luminaire, B:3000K; D:4000K; F:5000K; J:5300K;

® The above specification is the standard value, the company reserves the right to information revise.
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